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RESEARCH MEMORANDUM

EXPERIMENTAL INVESTIGATION OF DISTORTION REMOVAL
CEARACTERISTICS OF SEVERAL FREE-WHEELING FANS

By Harold H. Vglentine and William T. Beale

SUMMARY

In an investigation of the distortion removal performance and as-
sociated total-pressure-loss characteristics of several freely rotating
fans, three single-stage and two double-stage freely rotating fans were
run over & range of radial and clrcumferential dlstortions of from O to
20 percent at inlet annulus Msch numbers from 0.30 to gbout 0.60. All
the Tans tested were more effective in removing radisl distortions than
clrcumferentiel distortions. High-solidity fans more effectively removed
distortion than low-solidity fans, but the high-solidity fans suffered
more than proportionelly greater total-pressure losses. Increesing the
blade stagger angle from 45° to 60° increased the distortion removal
performance.

The high-solidity fans choked at Mach numbers of 0.50 to 0.80, and
it looks doubtful if any but the single-stage, low-solldity fan would re-
main unchoked at Mach 0.70.

It appears that freely rotating fans can remove gbout one-half of
the radial distortion and gbout one-third of the circumferential distor-

tion at the expense of a total-pressure loss of sgbout l% to 2% percent.

INTRODUCTION

Inlet air distortions (velocity and pressure variations) at the
face of aircraft englne compressore are influenced by the inlet configura-
tion and mey be caused by bends or obstructions In the duct, various
flight maneuvers, and/br by shock patterns at supersonic lnlets. These
inlet distortions may necessitate engine derating in order to avoid tur-
bine burnout due to local hot spots and also may reduce altitude limits
and the accelersation margin of the engine by inducing surge and stall
phenomensa.. Several spproaches may be used to solve this problem: the
engine can be redesigned to reduce distortion sensitivity, the inlet duct
can be redesigned, or a corrective device can be installed to reduce the
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degree of distortion to an acceptsble level. ({Several types of corrective
devices under consideration are screens, vortex generators, mixing sec-
tions, lip bleed, and freely rotating fans.) Inasmuch as all approaches
penallize the ailrcraeft in one way or another, & comparetive analysis of
engine redesign, duct redesign, and corrective devices 1s necessary for
each cage where this problem exists.

Some of the earliest work with freely rotating fans to remove alr
distortion is reported in references 1 and 2. These investigatbtlions were
limited to flow gt low Mach numbers. Reference 3 is & theoretical analysis
of single-stage, freely rotating fans removing radiel distortion. 1In
order to determine the distortlon removing characteristics of freely ro-
tating fans et annulus Mach numbers of gbout 0.50, the luvestigation re-
ported herein was undertaken.

The distortion removal caspabilities and assoclated total-pressure
losses of three single-stage and two double-stage fanas were obtained for
a range of radisl and clrcumferential distortions of from O to 20 percent
at fan inlet annulus Mach numbers from 0.30 to gbout 0.60. All the fans
tested had hub-tip radius ratios of 0.53, and design speeds ranged from
7400 to 12,800 rpm at an inlet annulus Mach number of 0.50. Four of the
fans tested had identical blade stagger angles (45O at the tip) and 4if-
fered by number of stages and/or solidity. The fifth fan tested had
larger blade stagger angles (60° at the tip).

The fans were tested in a connected plpe test rig using laboratory
service alr at ambient tempersture. The annulus Mach number was varied
by varying the exhesust pressure.

The distortion removal performance of each fan is presented for in-
let annulus Mach numbers of 0.40, 0.50, and 0.55. Fan comparisons are
made on the basis of distortion removal.

SYMBOLS
D distortion magnitude (measured at station 2), percent

E ratio of distortion removal to initial distortion, (D, - Df)/D,,
percent '

P total pressure, 1b/sq ft
r radius, in.

U wheel speed of fan at a given radius r, ft/sec

LI
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v average axlal velocity of flow through annulus, ft/éec

B fan-blade stagger angle, deg

Subscripts

av area~-welghted average of all 40 total-pressure readings at a

glven station

f with fan installed in annulus
1 individual reading
max highest reading single probe

max av  for radlal distortions, the highest of the five averages obtalned
by averaging the eight total-pressure readings at each radius
across the annulus; for clrcumferential distortions, the highest
of the eight averages obtained by averaging the five totel-
pressure readings at each 45° position around the annulus

nin lowest reading single probe

min av °© for radial distortions, the lowest of the flve averages explained
previocusly for radisl distortilons; for circumferential distor-
tlons, the lowest of the eight averages explained previcusly
for circumferentisl distortions

n without fan installed in annulus

1 meeasuring station upstream of fan

2 meaesuring station downstream of fen
APPARATUS

All five fans tested had a hub-tip radius ratio of 0.53 and s
tip dismeter of 17.74 inches. Circular arc blade profiles with zero
camber as shown in figure 1 were used on all fans. The blades were de-
signed to have zero angle of attack with undistorted flow. The following
table gives the basic geometry of each fan. Solidity is defined as the
blade chord-to-pltch ratio. The blade angle (stagger asngle) is defined
by the relation tan B = U/V where U 1is the wheel speed at some radius
r and V 1s the axial velocity of the flow. The blade twist is the
difference between the stagger angles at the tip and the root of the blade.
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Fan
1 2 3 4 5
Nunber of 1l 1 1 2 2
stages
Number of 16 32 15 15 Fore 30 Fore
blades 16 Aft 32 Aft
Maximum blade 0.19 | 0.19 0.13 0.19 0.19

thickness, in.

Tip solidity |0.793| 1.586 | 0.865 | 0.743 Fore| 1.486 Fore
.793 Aft | 1.586 Aft

Blade tip 45 45 60 45 45
angle, deg

Twist along 17915 17°15t| 17°30t| 17°15! 17°15!
blade

Photogrephs of fans 2, 3, and 4 are presented in figures 2, 3, and 4,
respectively. Fan 1 was made by removing évery other blade on fan 2, and
fan 5 was made by doubling the number of blades on each stage of fan 4.
Figure 5 presents_the installation showing the location of the fans, the
distortion-producing screens, and the messuring stations. During testing
the bullet nose was located as illustrated in figure 5 and not as shown
in figures 2, 3, and 4. .

The various configurations of the distortion-producing screens used
are illustrated in figure 6. The crosshatched areas represent the screens.
Screen blockages of 32, 49, and 72 percent were used to produce the radial
distortions, but only 32- and 49-percent blockages were used in producing
circumferential distortions. The screens producing radisl distortion
covered half the annulus width.

Totel- and static-pressure measurements were taken at statlons 1 and
2 to determine Mach number, total-pressure losses, and distortion levels.
As 1llustrated in figure 7, elight total-pressure rekes of five tubes
each were located at each station. Four wall static tubes were located
at statlion 1 and six at station 2 at the p051t10ns shown in figure 7.

PROCEDURE -

Total-pressure-loss data for undistorted flow were taken over the
Mach number range of 0.30 to 0.60 with each fan Installed and with no fan
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installed. These data were all plotted against the Mach number measured
at station 1. The total-pressure-loss curve for each fan was then deter-
mined by the difference between the curves for the ennulus with and with-
out the fan.

In a similar manner, the distortion removal performance of each fan
was obtained by data that would determine the distortion level st station
2, first without a fan in the snnulus and then with & fan in the annulus,
for a given value of distortion at station 1. The distortion removal by
the fan was then the difference between the distortions measured at station
2 with and without the fan. In addition to pressure loss and distortion,
the fan speed was also measured at every datum point.

METHOD OF DATA PRESENTATION

Distortion megnitude has usually been defined in the literature as
(Prax = Poip) /Pav (refs. 4, 5, and 6). Distortions based on this defini-

tion shall herein be referred to as point distortions. The use of this
definition in the present investigation resulted in scatter and in-
consigstencies in the data. In order to reduce the scatter and provide

a firmer basis for fan comparisons, distortion magnitude was redefined

on an average basis. Figure 7 18 useful in describing the averaging
technique used. (Eight circumferential positions were instrumented with
total-pressure tubes at each of five radial positions.) For radial
distortions, the eight total pressures at each radius were arithmetically
averaged. The highest of the five resulting averages was termed P . gv»

and the lowest average was termed Ppin gv+ The distortion magnitude was
then (Ppoy av - Pmin av)/Pay Where Py, was the average of all the
reedings across the annulus.

The magnitudes of the clrcumferential distortions were obtalned by
averaging the five readings at each cilrcumferential positlion around the
ennulus. The highest of the resulting eight averages was termed Pmax av’

and the lowest was termed Prin ave Again, the dlstortion magnitude was
expressed as (P ev - Ppin av)/Pav. A1l the distortions referred to in

this report are based on this average distortion method unless otherwise
indicated.

Typical distortion profiles illustrating the difference between
point end average distortion are presented in figure 8. Changes in the
flow profile resultlng from the action of the fan are also shown in these
figures.
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The performsnce of each fan is presented in plots that were determined
by cross-plotting the basic fan data at several constaent values of Mach
number. Thus, no actual data points are considered in the following sec-
tion, RESULTS AND DISCUSSION. Typicel distortion basic data plots for one
of the fans (the low-solidity, high-blade-angle fan) are shown in figure 9.
In order to obtain a true evaluation of the fan performence, the distor-
tion level at station 1 should be the same with or without a fan. Figure
9 shows that this condition was maintained closely over the Mach number
range covered.

The parameters used to describe the performesnce of the fans are fan
distortion effectiveness and fan total-pressure loss, wherein the fan
effectiveness E is defined as the distortion removal expressed in per-
cent of the initial distortion E = (D, - Df)/Dn, and the fan total-

pressure loss is defined as the difference between the area-weighted total-
Pressure logs of the annulus with the fan and the annulus alone as measured
between stations 1 and 2 with undistorted flow.

Inasmuch as both magnitude and distribution (or extent) are neces-
sary to specify a distortion sdequately, and inasmuch as only magnitudes
are glven in this report, some typilcal total-pressure contours are
Presented in flgure 10 to 1llustrate the extent of the distortions used.

RESULTS AND DISCUSSION
Individusl Fan Performance

The performance data for each of the five fans tested are presented
In figure 11. The fan effectiveness E 1is plotted against percent input
distortion. Separate curves are presented for each type of distortion
used, and data are presented for three values of annulus Mach number
(measured at station 1), 0.40, 0.50, and 0.55. _

For each fan tested, the effects on fan performance of the input
distortion level, the distortion type, and the Mach number are discussed.
The fans are considered in the order of decreasing performance. Inasmuch as
the distortion level generally increases with Mach number, three values of
input distortion, 6, 12, and 18 percent, representing conditions at Mach
numbers 0.40, 0.50, and 0.55, respectively, have been chosen arbiltrarily for
discussing the effect of Mach number on fan performance. )

Two-stage, high-solidlty fan. - The performance data for the two- )
stage, high-solidity (30- and 32-blade) fan are presented in figure ll(a).
Since this fan choked st an annulus Mach number of 0.525, no data are
presented at Mach 0.55. This fan was most effective In removing inner
redial distortion and least effective in removing circumferential distor-
tion. In general, for a constant annulus Masch number there was a marked
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increase in fan effectiveness with all three types of distortion as the
input distortion level increased. Between Mach numbers 0.40 (6-percent
distortion) and 0.50 (12-percent distortion) the effectiveness increased
from 39 to 46 percent with outer radial distortion and from 52 to 54 per-
cent with inner radial distortion. With clrcumferential distortion,
however, the effectiveness decreased from 52 to 42 percent between Mach
0.40 and 0.50.

Single-stage, low-solidity, high-blade-angle fan. - The gerformance
data for the single-stage, low-solidity, high-blade-angle (60° at tip)
fan asre presented in figure 11(b). In general, this fan was much more
effective in removing radial distortions than circumferential distortions,
and st the lower distortion levels it was more effective in removing inner
radisl distortions than outer radial distortions. At each annulus Mach
number the fan effectiveness with inner radisl dlstortion was initially
very high, with a steady decrease as the input dlstortion level increased.
It is not clear why this fan was so effective at the lower distortion
levels with inner radial distortion. (A similar characteristic was ob-
tained with the single-stage, high-solidity (32-blade) fan (fig. 11(d)).

At the distortion levels picked for discussion (6, 12, and 18 percent),
the effectiveness decreased with inner radiasl distortion from 70 percent
at Mach 0.40 (6-percent distortion) to about 60 percent at Mech 0.55
(18-percent distortion) (fig. 11(b)). Similarly, with circumferential
distortion, the effectiveness decreased from 18 percent at Mach 0.40
to 11 percent at Msch 0.55. In contrast, as Mach number and distortion
level increased, the effectiveness increased with outer radisl distortion
from 42 percent at Mach 0.40 to 52 percent at Mach 0.55.

Two-stage, low-solidity fan. - The distortion removal performance
of the two-stage, low-solidity (15- and 16-bladé) fan is presented in
figure 11(c). Generally, this fan was most effective when removing
inner redial distortion and leasst effective when removing cilrcumferential
distortion. There was a general trend with all three types of distor-
tion toward an increase in effectiveness as the Input distortion level
increased at each Mach number. With both inner radisl and circumferential
distortions, fan effectiveness remained constant st 50 and 36 percent,
respectively, as Masch number and dlstortion level increased. Wlth outer .
radial distortion, the effectiveness increased from 32 percent at Mach
0.40 (6-percent distortion) to 46 percent at Mach 0.55 (18-percent
distortion).

Single-stage, high-solidity fan. - The performance data for the
single-stage high-solidity (32-blade) fan are presented in figure 11(a).
As with the single-stage, high-blade-angle fan, this fan was much more
effective in removing inner radial distortions than in removing the other
two types. For a constant Mach number, the fan effectiveness increased
a8 the input level increased with both outer radial and circumferential
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distortions, but with inner radial distortion an increase in the distortion
input level resulted in s decrease in fan effectiveness. Between Mach
0.40 and 0.55, the effectiveness increased from 19 to 24 percent and from
22 to 35 percent for circumferential and outer radial distortions, re-
spectively. With inner radisl distortion, the effectiveness remained

about 39 percent as Mach number increased.

Single-stage, low-solidity fan. - The distortion removal performance
of the single-stage, low-solidity (lG-blade) fan is presented in figure
1i{e). This fan also was much more effective in removing inner radial
distortions than outer radilal distortions. Insufficient dats were taken
with circumferential distortions to cross-plot the performance, but the
limited data teken indicated very low performance. In general, for a
constant Mach number the effectiveness increased 1.5 to 2.0 percentage
points for every percentage point increase in the distortion input level.
Between Mach 0.40 (6-percent distortion) snd Mach 0.55 (18-percent dis-
tortion) the fan effectiveness ineressed from 12 to 25 percent with
outer radial distortion and from 28 to 40 percent with inner radial
distortion.

Compsarison of Fan Distortion Removal Characteristics

The distortlion removal performance of each fan at an annulus Mach
number of 0.50 has been plotted in figure 12 iIn order to compare the
various fans. The two-stage, high-solidity fan appears to have been the
most effective fan tested from the standpoint of distortion removal.

The single-stage, high-blade-angle fan was Just as effective with radial
distortions (more effective with imner radial distortion), but it was
very poor in removing circumferential distortions. The remaining fane
in the order of decreassing performence are the two-stage, low-solidity
fan, the slngle-stage, high-solidity fen, and the single-stage, low-
solidlty fan.

Effect of distortion level. - Figure 12(a) shows that, for all the
fans tested, the fan effectiveness increased substantially as the outer
radial distortion level increased. With inner radial distortion (fig.

.12(b)), the effectiveness increased with distortion level for the two-
stage fans and the single-stage, low-solidlty fan, but the other two
single-stage fans exhiblted high initial values of effectiveness wlth a
steady decline as the distortion level increased. The reason for this
phenomenon is not understood. ‘ .

All the fans show a moderate increasse in effectiveness with distor-
tion level for circumferential distortions (fig. 12(c)).

Effect of number of stages. - In general, the effectiveness of the
two-stage fans was over 50 percent better than thet of the corresponding

o
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single-stage fans. For example, with outer radial distortion (fig. 12(a})
the two-stage high-solidity fan had an effectiveness of 54 percent at an
input distortion level of 16 percent, while the effectiveness of the
single-stage, high-solidity fen was only 27 percent at the same input
distortion level. In addition to a better redistribution of the flow,
the second stage tends to remove the swirl introduced by the flrst stage.

Effect of solidity. - Increasing the solidity increased the fan ef-
fectiveness of both the single- and double-stage fans for all three types
of distortion. Increasing the solidity provides more guldance for the
flow, and, hence, a better redistribution of energy occurs than with a
lower solidity fan.

Effect of blade angle. - With redlal distortion, increasing the
blade angle substantially increased the fan effectliveness. The single-
stage fan with 60° blade tip angles was over 60 percent more effective
than the single-stage, low-solidity fan with 45° blade tip angles. This
is as expected since energy transfer is a functlon of the wheel speed,
and the wheel speed is proportional to the tangent of the blade angle.

Effect of distortion extent. - Because a freely rotating fan removes
distortion by transferring energy from the high-velocity region of the
stream to the low-velocity region of the stream, the extent of the input
distortion obviously affects the fan performence. As the percentage of
the annulus srea exposed to high-velocity air increases, the fan ef-
fectiveness should increase. As previously stated, during this investi-
gation the distortion-producing screens covered half the annulus width,
which resulted in rather extensive distortions. Undoubtedly, higher fan
performance would be obtained with less extensive distortions, and,
conversely, poorer performance would be obtalned with more extensive
distortions.

Effect of distortion calculsation method. - As explained in the
section METHOD OF DATA PRESENTATION, the distortion magnitude referred to
in this report was calculated through the use of a total-pressure averaging
technique. In the reference literature, dlstortion magnitude has ususlly
been calculated from two single pressure readings, the meximum and the
minimum. In order to get & comparison of the two methods, the data of
figure 12 were replotted in figure 13 on the slngle pressure or point
distortion basis. Comparing figure 13 with figure 12 results in the
following generallzations:

(1) Calculating the input distortion level on the point basis re-
sulted in megnitudes about 10 to 20 percent higher than those calculated
on the average basis.

(2) The fan effectiveness was generally slightly lower when calcu-
lated from point distortion values than when calculated from average dis-
tortion values.

ST
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(3) In general, the relative order of the fans in terms of performance
was the same with elther method. b

Fen Total-Pressure Loss end Operating Speed Characteristics

The undistorted total-pressure losses and operating speeds of each
of the fans tested are plotted in figure 14 against the Inlet annulus
Mach number {at station 1). Undistorted flow date were used in this
Plot because they were considered more relisble over the entire range
of conditions covered. Spot checks between these date and distorted
flow date wherein the pressure loss was computed from area-welghted
total-pressure measurements indicated thet there was good agreement and
that within the accuracy of the data there was no effect of distortion
on the pressure drop. The accuracy of the pressure drop date ls esti-
mated to be wilithin il/? of one percentsge point. (For example, from
fig. 14 the total-pressure loss for the single-stage, high-blade-angle
fan at Mach 0.50 is 3.3 percent, whereas the actual loss may be anywhere
between 2.7 and 3.8 percent.)

LY

As would be expected, the low-solidity fans with 45° tip angles
(both one- and two-stage) exhibited the least total-pressure loss. In
addition, they had little increase in total-pressure loss up to Mach
nunber 0.65. The two-stage, high-solidity fan exhibited the greatest
increase in pressure loss with Mach number, snd at Mach 0.525 this fan .
was choked, as evidenced by the rapid Ilncrease in pressure loss. The
high-blade-angle fan, while having about twice the pressure loss of
the other fane at Mach 0.30, experienced & more gradual increase with
Mach number than the high-solidity fans.

The speed lines for the two low-solidity fans and the high-blade- -
angle fan are approximately linear and in general verify the predlcted
values. The gpeed lines for the two high-solidity fans show more curva-
ture, since choking begins at & lower annulus Mach number for these fans.

CONCLUDING REMARKS

Five freely rotating fans were tested for distortion removasl per-
formance over a range of radial and circumferentisl distortions from O
to 20 percent at inlet annulus Mach numbers from 0.30 to about 0.860.
The results may be summarized as follows:

1. The two-stage counterrotating fans were over 50 percent more
effectlve in removing distortion than the singlé-stage fans having v
identical blading. :
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2. Increasing the blade stagger angle increased the distortion
removal performance. The single-stage fan with blade tip angles of 60°
was over 60 percent more effective in removing distortion than the
single-stage, low-solidity fan with 45° blade tip engles.

3. High-solidity fans were more effectlve in removing distortion
than low-solidity fans but suffered more than proportionally greater
total-pressure losses.

4, The fans tested were more effective in removing raedisl distor-
tion than circumferential distortion. This was especilally true of the
single-stage, low-solidity, high-blade-angle fan.

Two significant conclusions that may be drawn from the ,above investi-
gation are:

1. High-solidity fans choked at Mach numbers of 0.50 to 0.60.
It looks doubtful if any but the low-solidity, single-stage fan would
remain unchoked at Mach 0.70.

2. Freely rotating fans can remove sbout one-half the radial
distortion and sbout one-third the circumferential distortion at the
expense of a total-pressure loss of sgbout l§ to 2% percent.

Lewls Flight Propulsion Leboratory
National Advisory Committee for Aeronsutics
Cleveland, Ohio, October 1, 1957
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Figure 4. - Fan 4 (two stage, low solidity).

C-40571



6T

Btation 1 Fan face Statlon 2
Sereens—y location |

7 \ =

>

Lillil

41 §

17.88" 9.38"

X X X
I LILEL
L

e 7] 7

36" >

Flgure 5. ~ Schematic diagram of installetion showing location of fans, screens 3
and meesuring stations.

E
H )
Z
b
a1
—~1
Ji
[
0o



NACA RM E5TI12 ' ' 19

OCuter radial Inner radial

4477

’

CZ-3 back

Circumferential

Open area

Centerbody

Screens

Figure 6. - Screen configurations used to produce distortion.




20

NACA RM ESTI12

Wall statie
tubes at -

1 Station 1
Steation 2

Five-tube total-
pressure rake

270° 90°

180¢

Figure 7. - Distribution of total~ and static-pressure tubes at
statlions 1 and 2. ' o

[}

Llwv



4477

-,

NACA RM E5TI12
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Total-pressure distribution, (Py/P,,) - 1, percent
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Figure 8. - Continued. Total-pressure profiles at station 2 indiceting dif-
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Figure 8. - Concluded. Total-pressure profiles at station 2 indiceting difference
between point and average distortion.
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Figure 12. - Comparlson of distortion removal effectiveness of various
fans based on average distortion. Anmulus Mach number, 0.50.
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